
-055--055-



-056-



-057-

MS6011H --

Neutral



-058-

MS6011H --

Neutral



-059-

MS6011H --

MS6011H --

MS6011H --

MS6011H --

Neutral



-060-

MS6011H --

MS6011H --

MS6011H --

MS6011H --

Neutral



-061-

Neutral



-062-

Neutral



-063-

32 MCP4-A TWS432 A



-064-

32 MCP4-A TWS432 A



-065-



-066-



-067-

Neutral

Neutral



-068-

Neutral

Neutral



-069-

MS6011H

MS6011H

--

--



-070-

MS6011H

MS6011H

--

--



-071-



-072-



-073-

Neutral

Neutral



-074-

Neutral

Neutral



-075-

Neutral



-076-

Neutral



-077-

Neutral



-078-

Neutral



-079-

Neutral



-080-

Neutral



-081-



-082-



-083-



-084-



-085-

Screw+Clamp Screw Screw+Clamp Screw



-086-

Screw+Clamp Screw Screw+Clamp Screw



-087-

SVQ2CR/L-1212K-11

B117.5°

H

B

H
1

L

FF

Screw+Clamp Screw

Screw+Clamp Screw

Screw+Clamp Screw

4



-088-

SVQ2CR/L-1212K-11

B117.5°

H

B

H
1

L

FF

Screw+Clamp Screw

Screw+Clamp Screw

Screw+Clamp Screw

4



-089-

91

Neutral

Screw+Clamp Screw Screw+Clamp Screw



-090-

91

Neutral

Screw+Clamp Screw Screw+Clamp Screw



-091-

管線零件
PIPING PARTS

外徑出水刀桿
EXTERNAL TURNING TOOL WITH COOLANT

93。

F

2

H
1

L

B
H

-A

93。

93。

F
H
1

L

B
H

-A

93。

Joint bolt Washer

MS2506A

MUF063

ETF09

MS4011A ETF15

MUF063

HS-M6-D1010T

HS-M6-D1010T

※此刀桿附 MUF063 接頭 (This tool equips with a joint bolt MUF063)
※可供選購的管線零件，請參考下一頁。(另售 )

Optional piping parts are available in the next page.  (sold separately) 

35

L

356.
35

HPP06UF-250 250

HPP06UF-350 350

UNF 3/8-24

UNF 7/16-20

螺紋規格

Thread Standard

UNF 3/8-24

UNF 3/8-24

UNF 3/8-24M6

MUF-063

MUFA21-0706

螺紋規格  Thread Standard
Shape

M6

UNF 7/16-20

UNF 3/8-24

UNF 3/8-24

刀桿/機台連接端 Thread connection to the machine

Joint bolt

High pressure pipe

Shape

(1)

(2)

高壓管

接頭

UNF 3/8-24PT 1/8

MUFB11-PU0206 PT 1/8 UNF 3/8-24

Coolant Inlet

HS-M6-D1010T

6.5

10 1.
0

Shape

Washer(3)

(1)

(2)

(3)

華司

Choose among high pressure pipe (1), joint bolt (2) based 
on the machine spec. and piping configuration.

※請依據機台與出水裝置，選擇高壓管 (1)，接頭 (2)。



-092-

管線零件
PIPING PARTS

外徑出水刀桿
EXTERNAL TURNING TOOL WITH COOLANT

93。

F

2

H
1

L

B
H

-A

93。

93。

F
H
1

L

B
H

-A

93。

Joint bolt Washer

MS2506A

MUF063

ETF09

MS4011A ETF15

MUF063

HS-M6-D1010T

HS-M6-D1010T

※此刀桿附 MUF063 接頭 (This tool equips with a joint bolt MUF063)
※可供選購的管線零件，請參考下一頁。(另售 )

Optional piping parts are available in the next page.  (sold separately) 

35

L

356.
35

HPP06UF-250 250

HPP06UF-350 350

UNF 3/8-24

UNF 7/16-20

螺紋規格

Thread Standard

UNF 3/8-24

UNF 3/8-24

UNF 3/8-24M6

MUF-063

MUFA21-0706

螺紋規格  Thread Standard
Shape

M6

UNF 7/16-20

UNF 3/8-24

UNF 3/8-24

刀桿/機台連接端 Thread connection to the machine

Joint bolt

High pressure pipe

Shape

(1)

(2)

高壓管

接頭

UNF 3/8-24PT 1/8

MUFB11-PU0206 PT 1/8 UNF 3/8-24

Coolant Inlet

HS-M6-D1010T

6.5

10 1.
0

Shape

Washer(3)

(1)

(2)

(3)

華司

Choose among high pressure pipe (1), joint bolt (2) based 
on the machine spec. and piping configuration.

※請依據機台與出水裝置，選擇高壓管 (1)，接頭 (2)。



-093-

MEMO
英

IMPERIAL
制 規 格



-094-

MEMO
英

IMPERIAL
制 規 格



-095-

inch

inch inch

1 1 6 1.25

0.75 0.75 4.5 1

1 1 6 1.25

0.75 0.75 4.5 1

1 1 6 1.25

0.75 0.75 4.5 1

(TN..1604)

(CN..1204) (WN..1204)

(INCH)
(英制)

(INCH)
(英制)



-096-

inch

inch inch

1 1 6 1.25

0.75 0.75 4.5 1

1 1 6 1.25

0.75 0.75 4.5 1

1 1 6 1.25

0.75 0.75 4.5 1

(TN..1604)

(CN..1204) (WN..1204)

(INCH)
(英制)

(INCH)
(英制)



-097-

車刀片  
TURNING INSERT



-098-

車刀片  
TURNING INSERT



-099-

車刀片  
TURNING INSERT



-100-

車刀片  
TURNING INSERT


	外徑車刀055
	外徑車刀056
	外徑車刀057
	外徑車刀058
	外徑車刀059
	外徑車刀060
	外徑車刀061
	外徑車刀062
	外徑車刀063
	外徑車刀064
	外徑車刀065
	外徑車刀066
	外徑車刀067
	外徑車刀068
	外徑車刀069
	外徑車刀070
	外徑車刀071
	外徑車刀072
	外徑車刀073
	外徑車刀074
	外徑車刀075
	外徑車刀076
	外徑車刀077
	外徑車刀078
	外徑車刀079
	外徑車刀080
	外徑車刀081
	外徑車刀082
	外徑車刀083
	外徑車刀084
	外徑車刀085
	外徑車刀086
	外徑車刀087
	外徑車刀088
	外徑車刀089
	外徑車刀090
	外徑車刀091
	外徑車刀092
	外徑車刀093
	外徑車刀094
	外徑車刀095
	外徑車刀096
	外徑車刀097_1114
	外徑車刀098_1114
	外徑車刀099_1114
	外徑車刀100_1114

